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Introdpctiop: A miniature XRD/XRF (X-ray dif- 
hction / x-ray flwmence) instrumen t, CHEMIN, is 
currently being developed for definitive mineralogic 
analysis of soils and rocks on Mars [l]. One of the 
ttchnical issues that must be addmsed to enable re- 
mote XRD analysis is how best to obtain a representa- 
tive sample powder for analysis. For powder XRD 
analyses, it is beneficial to have a he-grained sample 
to reduce preferred orientation effects and to provide a 
statktkally significant number of crystallites to the X- 
ray beam [2]. Although a two-dimensional detector as 

results even with poorly prepared powder [3], the qd- 
ity of the data will improve and the time required for 
data collection will be reduced if the sample is fine- 
@edandrandomlyoriented. 

A variety of methods have bcen proposed f o r m  
sample preperation. Chipera et al. [4] presented grain 

used in the CHEMIN iaPtnrment will plduce good 

size distributioas snd Mu) results from powdas e- 
elated with m ultrasoniJsonic Driller/corer (USDC) 
currently being developed at JPL. The USDC was 
shown to be an effective instrument for sampling rock 
to produce powder suitable for XRD. In this paper, we 

der obtained with a miniaaurizui rock CNS~IX devel- 
oped at JPL and with powder obtained with a rotary 
tungsten carbide bit to powders obtaiued from a labo- 
ratoy bench-scale Retsch mill (provides benchmark 
mineralogical data). These comp8fisons will &ow 
Bssessmcnt of the suitability of these methods fbr 
anaJysis by an Mu)/XRF insaUmen t such as 
CHEMIN. 

compare powder pnpared using the USDC with pow- 

Methods: Three samples representing potential 
target rocks for a Mars lander were prepared for this 
study. The samples included an igoeous volcanic rock 
(andesite), a sandstone, and an evaporite (gypsum). 
To chamcteme * the particle size distributions, each 
sample was wet-sieved through progressively finer 
mesh screens. 
tained by analyzing the c45pm size frsction on a 
commercial Siemens D500 ditfiactometer using CuKa 
radiation and fittesl with incident- and difl6racted-baam 
Sollcr dits and a Kevex solid-state Psi detector. 

The USDC was driven with a 20 lrHz AC voltage 
atmmance. InoperatioP1,thetipimpactsafreemass 

XRD raslllts fm all samples were ob- 

which in turn drives a drin bit in a hammering d o n .  
The free-mass rebounds to interact with the hom tip 
leading to a cyclic rebound at frequencies in the range 
of 60-1OOO Hz [5]. 

The tungsten carbide rotary bit was rotated using a 
standard Dremel tool connected to a variac to umtml 
the rotatid speed of the bit. Sutiicient voltage was 
meintained to allow the bit to turn freely while under 
pressure. Slow speeds were maintained because ex- 
cessive ro ta t i d  speed mmlted in p r  sample recov- 
ery. 

Tb'e CNShef works by d v e  k t u n h g  of a 
sample between two plates [6]. As fragments are cre- 
ated by fracturing and @lation, they fall through the 
exit thraat at the bottom when their characteristic 
dimension is less than the widtb of the exit slit. 

*9%' ,, r' 

1: Powderpromacing methods used in 
tfiis study. Top - UltrasonidSonic Driller/&rer 
(VSDC). Middle - Rotary tungsten carbide bit. 
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stnectitt 

The rock m u h r  is currently Wing dGwlapod at JPL 
and is intended as a facility rock preparation systm 
for the Mars ‘09 MSL. 
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Rcwlb: XRD results arc optimized with very fiae 
particle sizes, and laboratory preparation mually 
strives for average particle s k  of 5 pm or less to 
nduce p r e f d  orientation and other sample related 
eff’te [2]. Figure 2 ampam the m c l e  size distri- 
butions forthcthracmcthodsoe dl0 MndStona~ lC .  
The bulk of the powdlm obtained using c i k  tho 
USDC or the rotary bit were in the linest ( 4 5 ~ )  
ht ion whemas the JPL cNdlcT powders worc 
comer, on average. Recent dvmccs in sample han- 
dling aad sample manipulation msthods that koep the 
grains inconstantmotion[7l~yessethegnlinsizG 
mtrichn. With particle movcmnt, samples with 
average grain Sizee of 15- pIoduca quality X-ray 
dimactiondata. A- * larger particle sizes 
will &rcatly d t w e  dnc amwnt of sample pnparation 
required (0 provide suitable powder to a CHEMIN 

1 :] USDC 1 

i:: I 

I I  

hkummt. With the USDC and tow drills, much of 
the powder produced frrlls into the <150pm size range 
(20-95% depending on rock type). The JPL m h e r  
will require more sample processing/sieviug as only 5- 
20% of the powder falls into this range, but a mitable 
sample can be obtained from any ofthe three methods. 

With regard to sample-to-sample contamination, 
both the JPL crusher and the rotary bit showed visible 
contamination between runs. However, much of the 
oaplhuninaton issue can be addmscd by simpty con- 
ducting a dry run between samples. Sample acctssibil- 
ity is of co~~ccrn because the USDC md rotary bits 
work at rock surface, requiring a sample-transfer capa- 
bility. The crusher requires chunks of sample to be 
brought to it but powderid sample is &ly obtained 
fiom the bottom exit port. 

h t t y 7  minerayphase -tion during the pow- 
dcriq process is of significant concern. It is important 
that the powder being delivered to the instrument be 
bnwgewm and cempositionally Fapresentatve of 
the bulk rock from which it is derived. For all three 

tioas detannined from USDC-prepd samples varied 
little from bulk-rock analyses. Powder prepad from 
h sandstone (comprisad of hard quartz sand grains in 
a soft calcite and clay cement) using the mtary bit 
showed slight compositional deviation frcrm the bulk- 
rock analysis. The JPL crusher did well with the an- 
desite aad the evaporite (gypsum) samples but showed 
considesable mineral segregation for the sandstone 
nample (Table 1). 

mck types cmmined in this sady, m i d  lamposi- 

T8Me 1: Quantitative XRD results for the vuloua 
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